D461 Industrial Barcode Printer

Industrial label printer — specification sheet

Specifications

Parameter

Model

Printing width

Media width

Print length

Max roll outer diameter
Media sensor
Operating temperature
Operating humidity
Storage temperature
Storage humidity

Resolution

Ribbon core inner diameter

Ribbon standard length
Ribbon width

Fonts
Barcode types

CPU

Print speed
Dimensions
Weight
Programming language
Storage
Operation mode
Printhead

Print mode
Interface

2D code types

Accessories

Applications
* Clothing industry

Value

D461

Not more than 106 mm

25-115 mm

10-300 mm

125 mm

Black mark / gap sensor
5°C-40°C

25% — 85% RH (non-condensing)
-20°C-60°C

10% — 90% RH (non-condensing)
600 dpi

25.6 mm

150 m

25-115 mm

NMARKO, NMARK1, NMARK2, NMARK3, NMARK4, NMARKS5, SimSun, SimHei,
Times Roman, Arial, Letter Gothic, OCR-A/B, Courier, Prestige Elite

Code 39, Code 39 Ext, Code 128, ITF25, Code 25, Matrix 25, EAN-8/13, UPC A/E,
Codabar, Code 93, Code One, Code 49, Code 16K

32-bit dual-core CPU

3 inches/sec

310 mm (L) x 235 mm (W) x 204 mm (H)
2.7 kg

NPL, compatible with TPCL/TSPL

RAM: 32 MB FLASH: 256 MB

Batch / Label / Cutter

Flat-pressed

Direct thermal / Thermal transfer

USB, serial port, network port (optional)
QR code, DataMatrix, PDF417, Maxicode, MicroPDF417

USB cable, DC adapter, CD, user manual, RFID function (optional), cutter (optional)

* Warehousing and transport industry

e Chemical industry

Features

* Industrial-grade imported printhead — excellent quality, clear and high-precision printing, outstanding durability.



* 32-bit 204 MHz dual-core high-speed processor — supports high-volume, high-speed processing.
* Glass-fiber reinforced alloy structure — stable, durable, high strength and high-temperature resistant.
* Imported industrial motor — powerful drive for continuous, super-high-speed printing.



