Creating a Print Template and Testing with the Network
Debug Assistant
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Creating a Print Template and Network Debug Assistant Test

1. Creating a print template

Open the BarLabel software and click File - New - Print Template.

Double-click the blank area to bring up Page Setup; set the label size, layout and resolution.

Click the function bar on the left to add text, barcode, border, line and image.

To create a QR code, double-click the added barcode and select Barcode - Symbology - QR code.
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If the content below the QR code needs to be hidden, click Readability and select Content Invisible.
Generate print variables: double-click the text or barcode to bring up Properties, select General, and check
Print Variable.

Link variables: after checking Print Variable, check Link Variable and change the variable number to the
linked variable's number. As shown below, the text variable is linked to the QR code variable; the QR code
variable's number is 1, so after checking Link Variable on the text variable, its variable number must also be
changed from 0 to 1.

Save the print template; name the template using English letters or numbers, not Chinese characters or
special symbols.
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Download the print template: click File - Download Print Template. The software automatically selects the
template file of the current document. It can be downloaded via USB or network. When connected via USB,
the software automatically recognizes the printer model. For network download, change the IP to the printer's
IP, with the default port 9100.

Click Download; a prompt box appears on successful download, as shown below.

2. Testing the print template with the network debug assistant

Open the network debug assistant.
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Set the protocol type to TCP Client.

The IP address is the printer's IP.

Port 9100.

Click Connect; a successful connection appears as shown below.
Enter the FR command:

FR"0309.FRM" // invoke template "0309.FRM"

? /Il parameter prompt

Data1 // value of the first parameter

Data2 // value of the second parameter

123456789 // value of the third parameter
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Barcode 2 // value of the fourth parameter

P1,1 // start printing

Each line must end with a carriage return and line feed, including the last line.
Click Send to send the data.
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