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Set the serial screen IP address

Press and hold the screen while powering on
Enter "System Parameter Settings"
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Click "Network"
Modify the IP address and subnet mask, then click "OK"
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Power off and restart the serial screen to enter the system.
Click "Menu", select "Parameter Settings", and set the printer IP.
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Click the IP address to modify it; after modification click "OK", then click "Set" to save. Saving takes about
one minute; do not power off during this period. You can perform other operations. After one minute the
parameters are saved successfully.

Click "Template Print", click "Read" to read the print templates in the printer; press the drop-down key to
select a template.
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In "Variable 0 - Variable 15", modify the variable contents. Click "Variable Group Configuration", select
"Config *", and click "Import Group" to save the current variable contents to the variable group. You can also
select "Config *" and click "Export Group" to add the current configuration contents to the variables.

Click "Print" to start printing.
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Return to the main page.

Feed/FEED: feeds out one label, or when the screen shows a waiting-for-print-signal state, pressing this key
can act as the print signal.

Pause/PAUSE: during printing, press this key to pause or resume printing.

Clear error: when the screen shows an error message, press this key to clear the error.

Clear data: clears the cached print data in the printer; press this key to clear.

When the printer screen shows an error message, the info bar on the right side of the serial screen shows the
error message simultaneously.
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After pressing "Clear Error" to clear the error message, double-click the error message in "Alarm Description”
to clear the information on the serial screen.

The information in the lower-left corner of the serial screen is synchronized with the printer screen, such as:
waiting to send data, waiting for print signal, waiting for labeling signal, ...
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