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Specifications

Parameter Value

Model V420-F / V430-F / V460-F

Printing width Max 104 mm

Print height 300 mm

Max roll outer diameter 180 mm

Media width 25–115 mm

Media sensor Black mark / gap sensing

Stroke Determined by label height

Labeling direction Horizontal

Labeling method Top scraping / side scraping

Operating temperature −20 °C – 40 °C

Storage temperature −20 °C – 60 °C

Operating humidity 25% – 85% RH (non-condensing)

Storage humidity 10% – 90% RH (non-condensing)

Resolution 203 dpi / 306 dpi / 609 dpi

Ribbon core 25.6 mm

Ribbon length V420-F/V430-F: 300 m; V460-F: 250 m

Ribbon width 25–115 mm

Fonts Times Roman, Arial, Letter Gothic, OCR-A/B, Courier, Prestige Elite

CPU 32-bit CPU

Print speed 8 in/sec (203 dpi); 5 in/sec (306 dpi); 2 in/sec (609 dpi)

Dimensions 573 mm (L) × 405 mm (W) × 661 mm (H)

Weight 21 kg

Programming language NPL, compatible with TPCL and TSPL

Storage RAM: 32 MB FLASH: 256 MB

Label size Maximum width 110 mm; maximum length 300 mm

Operation mode Batch / Label

Printhead Flat-pressed

Print mode Direct thermal / Thermal transfer

Interface USB, serial port, network port (optional)

Labeling speed 200–400 mm/s

2D code types QR code, DataMatrix, PDF417, Maxicode, MicroPDF417

Barcode types Code 39, Code 39 Ext, Code 128, ITF25, Code 25, Matrix 25, EAN-8/13, UPC A/E,
Codabar, Code 93, Code One, Code 49, Code 16K

Accessories USB cable, user manual
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Advantages
• Reduces manual labor and increases print & label efficiency, cutting labor cost.
• Fully automatic printing and labeling in a single pass.
• Widely used in food, e-commerce logistics, medicine, cosmetics and other automated production-line labeling applications.

Features
• Supports standard communication interfaces such as Ethernet, serial and USB ports.
• Multiple modes available — direct data connection, printing template, and printing software system.

Applications
• Food packaging labeling
• Drug packaging labeling
• E-commerce logistics
• Logistics cargo


